a Avoiding Unauthorized Impersonation or
of the text and images. Alternation of Sensitive Documents

Digital signatures employ the latest public key encryption
technology to allow you to send highly confidential information
securely at ease and prohibit security problems like impersonation
or unauthorised alternation of documents.




Creates a Borderless Environment to

Distribute, Share and Manage Data Efficiently

Fax - Featuring Versatile Fax Functions to Streamline Your Workflow

B Get High-Speed Faxing with Canon’s G3 Fax
Technology

Lesser amount of time is needed to send a large volume scan
job with optional Super G3 fax function. You can enjoy a faster
transaction speed at 33.6kbps, this significantly reduces the
transaction and telephone line charges while increasing your
work productivity and efficiency with lesser amount of time
spent on faxing.

SUPER I
| 1 sec. |
Total 27 sec.

I Never be Out of Reach

With Job Forwarding, incoming faxes can automatically be routed
to other devices, destinations or database for remote reception
where you would like to retrieve. Now you will be able to retrieve
your important documents or information, even if you are out
of office or on holidays.

Forwarding Conditions Settings

Company A xxxx —® Company A folder on client 1
Company B oooo — Company B folder on client 2
Company C I-Fax —® Forwarded to D I-FAX

Faxes matching no conditions —® Other folder on client 3

Company A

¢
= I-Fax From Company D
ﬁ% Company C |-Fax
__.. 5

Company C I-Fax Company A Company B
AAA@ABC.com Folder Folder

N
S

B Multi-Line Fax Capability- Doubling your Efficiency

Doubling your fax capacity with minimal investment when you
install the Multi-Line Fax Board on Color imageRUNNER. You
may designate one line for outgoing fax calls and dedicate the
second line for incoming faxes.

Public Line

o~ Public Line

B Ideal for All Forms of Communications

With PC fax, you can easily send your data directly from your
PC without the need to print on paper before faxing. Greatly
reduce paper wastage and image degradation.

—
Application data e

I'!ﬂJ ) ; Send by fax
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@ Managing User Access

Administrators can restrict printing, copying, faxing, or e-mailing
documents for different users through authentication levels:
Department ID Mode, SDL (Simple Device Log-In), and SSO
(Single Sign-0n).

W Restriction of Access to Device Functions

Optional Access Management System allows administrator to
manage control access through login authentication but also
specifying device functions each user can perform, such as
forced duplexing, restricted colour print, copy or scan with
specific settings all at the same time.

Allowed to make normal copies @

-
Originals

Canon Designs a Full-Range of Business

Solutions to Maximize User Experiences

I Protect Your Crucial Information

With the proliferation of Multi-function printers, the security
risks these products pose to the network increases.

For highly sensitive environments dealing with classified data,
the HDD Data Encryption option encrypts all the information
before writing to the hard disk. Rest assured that your documents
are well-protected in the hard disk.

With optional HDD Data Erase Kit, it can completely erase traces
of previously stored data in hard disk. Thus preventing any
information leakages.

[l Streamline Work Processes

With Canon’s Java-based MEAP architecture, you can design
custom interfaces and applications to run on the Color
imageRUNNER 4080i/4580i/5185i Series’ colour touch-panel.
MEAP applications can be easily created to support customized
workflows for the seamless integration of your business processes.

@ Operational Efficiency

Workflow Composer enables users to configure one button to
perform multiple actions, such as copying, sending, and storing
at the device in a single step. For greater convenience, workflow
buttons can also be created and edited from the desktop.

Example: Create a Proposal

Scan a cover page, merge with a brochure stored in a User inbox document,
and send to multiple destinations in one simple operation.




I Centralized Management of Multiple Machines

You can manage and maintain multiple Color imageRUNNER devices along your corporate network infrastructure with Canon’s
imageWARE Enterprise Management Console (EMC), a Web-based utility. Built on an extensive framework, it enables remote
management of device settings, discovery of new devices using automated tasks and device error notifications via emails. Administrators
can also easily replicate settings and Address books across multiple devices through a single device. This effectively saves time &

effort of registering information for all.

Managing Accessibility

@ Remote Operation Support

Empower you to operate the device from any networked computer
or laptop by emulating the device’s control panel. In fact, you
can access your Color imageRUNNER at all times through the
web utility to manage and view print status.

Il Voice Guidance Support
Provide visually impaired users audible job confirmation through

voice synthesis technology during the copy process.

5

I Voice Operation Support

This new advanced technology enables visually impaired users
to operate copy functions with ease through voice command.

Environment

With Environment Constantly in Our Mind.

Canon designs multifunction devices taking both the environment and usability into consideration,
aiming to reduce energy consumption when in use and ensuring ease and comfort of operation.

;)

M Energy Conservation

With Induction Heating Fixing Technology, the imageRUNNER is
ready to print instantly, reduces high
energy consumption used for warm up,
thus keeping the energy consumption |
costs to the minimum. imageRUNNER
4080i/4580i/5185i is certified as |H Fusion Method
international ENERGY STAR® compliant.

B Eco-friendly with Green Technology

Besides being an energy saver, Canon has successfully developed
a unique roller-charging
system, which effectively : .
absorbs and disperses the ﬁnm:f":
ozone through a filter
delivering an ozone-free
operation.

Corona discharging Rofler charging
{largs air ionizatian) (small air ionization)

Ozone production is significantly reduced
by raller charging instoad of wire charging.

Corona Discharging and Roller Charging

B Compliance with EU directive on RoHS (Restriction of Hazardous Substance)

At Canon, we have carefully designed our imageRUNNER models with environment in mind, using non-hazardous materials and employing
green technology in our devices. Rest assured that with Canon products, your business and well-being are taken care of.



SPECIFICATIONS color ImageRUNNER 4080i/4580i/5185i

Type:

Imaging System:

Image Server Memory:
Hard Disk Drive:

Max. Copy Reservation:
Max. Mail Boxes
Supported:

Network Interface

Connection:
First Copy Time:
B/W:
Colour:
Warm-Up Time:
Copy Speed:
B/W:
Colour:
Resolution:
Scan
Copy
Print
Halftone:
Paper Sources (8o gsm):
Standard
Optional

Acceptable Paper Sizes:
Paper Cassettes
Stack Bypass:

Acceptable Paper Weights:

Cassettes

Stack Bypass

Multiple Copies:
Dimensions (H x W x D):
Weight:

Power Supply:

Power Consumption:

iRC 4080i/4580i

iRC 5185i
Toner (5% coverage):
B/W:
Colour:
Drum Yield:

Optional Accessories

Color Digital Multifunctional Imaging System
Laser Dry Electrostatic Transfer System
Standard 1GB RAM, 1.5GB RAM (Max.)

80GB HDD

10 Jobs

100 Users Inboxes, 1 Memory RX Inbox,
50 Confidential Fax Inboxes

10/100Base-TX (R) - 45)

iRC 4080i/4580i iRC 5185i
6.7 sec (A4) 6.2 sec (Ag)
9.5 sec (Ag4) 8 sec (Ag)
240 seconds or less

iRC 4080i iRC 4580i iRC 5185i
40ppm 45ppm 51ppm
36ppm 40ppm 51ppm

600 dpi x 600 dpi

1200 interpolated dpi x 600 dpi
True 1200 dpi x 1200 dpi

256 Gradations

Dual Front-loading Paper Cassettes
(550-Sheets each)

100-Sheets Stack Bypass

Dual Front-loading Paper Cassettes
(550-Sheets each)

2,700-Sheets Paper Deck
(5,000 Sheets Max.)

A3, B4, A4, A4R, Bs, B5R, AsR
A3, B4, A4, A4R, Bs, B5R, AsR, SRA3, free size
(100mm x 148mm - 320mm x 457mm) and Envelopes

64 - 209 gsm

64 - 253 gsm

64 - 209 gsm (duplex)

1-999

633mm x 620mm x 849mm (Main unit)
Approx. 105kg (Main unit)

220-240V AC, 50Hz

1.83kW

2.2kW

iRC 4080i/4580i iRC 5185i
26,000 27,000
30,000 36,000

Approx. 53,000 sheets (A4)

Duplex Color imageREADER G1* / Color imageREADER F1

Acceptable Originals:
Capacity:
Paper Weights:
1-sided scanning:
2-sided scanning:
Original Scanning Speed:

*iRC 5185i only
Paper Deck-Y1

Paper Size:
Paper Capacity:

Print Specifications

UFR Il Printing
Supported PDL:
0S supported:

Color PCL Printer Kit-N2
0S supported
PCL 5c:

Color PS Printer Kit-N2
0S supported

PS 3 emulation:

Color Network Printer Unit-H1
Connectable Device:
Type:

CPU:

Memory:

Hard Disk Drive:
Interface Connections:
PDL Supported:

A3, B4, A4, A4R, Bs, B5R, As, AsR or B6
100 sheets (8o gsm)

42 - 128 gsm

50 - 128 gsm

7oipm (A4@300 dpi, Color/B&W)

100ipm one pass duplex scan @ A4, 300 dpi
(Duplex Color imageREADER G1 only)

A4, Bs
2,700 sheets (80 gsm)

UFR 11
Windows® (2000/XP/Vista/Server 2003),
Macintosh OS (10.2.8 or later)

Windows® (98/ME/2000/XP/Vista/Server 2003)

Windows® (98/ME/2000/XP/Vista/Server 2003),
Macintosh 0S

Color imageRUNNER 4080i/4580i/5185i
Piggy-back Print Controller

Intel® Celeron® M 1.5GHz

256MB (Std), 512MB (Max)

80GB

10/100/1000Base-TX (R)-45)

Adobe PostScript 3, PCLsc

0S Supported:

Options:

ColorPASS-GX200
Connectable Device:
Type:

CPU:

Memory:

Hard Disk Drive:
Interface Connections:
PDL Supported:

0S Supported:
Options:
Send Specifications

Colour Universal Send
Sending Methods:

Address Book Capacity:

File Format:

Fax Specifications

Sma e
genuine

Canon Consumables

Windows® (2000/XP/Vista/Server 2003),
Macintosh OS (10.2.8 or later)

256MB RAM, Secure Erase vi1.0, Impose v2.6,
Hot Folders v2.0

Color imageRUNNER 4080i/4580i/5185i
Standalone Print Controller

Intel® Pentium®y, 3.2GHz

1 GB (Std), 2GB (Max)

160GB

10/100/1000Base-TX (R)-45)

Adobe PostScript 3

Windows®(2000/XP/Vista/Server 2003)
Macintosh 0S (10.2.8 or later)

1 GB RAM, GA Premium, Production Package,
Impose v2.6, Removable HDD Kit

E-mail, |-Fax, File Server (FTP, IPX, SMB, WebDAV),
User Inbox

Max. 1,800 (Includes 200 One-Touch Buttons)

Max 5 LDAP Servers

TIFF, JPEG, PDF, Optional PDF (OCR), PDF(Compact),
PDF(Trace & Smooth), Encrypted PDF, Digital Signature
PDF (Device, User)

Super G3 Fax Board-V3/ Super G3 Multi-Line Fax Board-H3

Applicable Line:
Connection Lines
Super G3 Fax Board-V3:

Super G3 Multi-Line Fax Board-H3:

Finishing Options
Finisher-X1
Tray Capacity:

Non-collate, Collate, Group Mode:

Staple Mode (Corner):

Finisher-W1/ Saddle Finisher-W2

Number of Trays:

Tray Capacity:
Non-collate Mode,
Tray A:

Tray B:
Tray C:
Collate, Group Mode,
Tray B:

Tray C:

Staple Mode
Tray B & C:

Max. Stapling Capacity

Public Switched Telephone Network (PSTN)

One Line
Two Lines

1,000 Sheets (A4, Bs, B5R, A5R)
1,000 Sheets/ 30 sets (A4, Bs)

250 Sheets (A4, Bs, A5R)

125 Sheets (A3, B4, A4R, B5R)
1,300 Sheets (A4, Bs, A5R)
650 Sheets (A3, B4, A4R, B5R)
2,450 Sheets (A4, Bs)

1,700 Sheets (A5R)

650 Sheets (A3, B4, A4R, B5R)

1,300 Sheets (A4, Bs, A5R)
650 Sheets (A3, B4, A4R, B5R)
1,700 Sheets (A4, Bs, A5R)
650 Sheets (A3, B4, A4R, B5R)

1,300 Sheets/ 100 sets (A4, Bs)
650 Sheets/ 50 sets (A3, By, A4R)

Corner, Double Stapling: 50 Sheets (A4, 80 gsm)

Saddle-stitching (Available on Saddle Finisher-W2 only)

Available Saddle Stitch Capacity

A3, B4, A4R:

Folding:
Attached Accessories:

Puncher Unit-AG1
Paper Size:
Punch Type:

Acceptable Paper Weights:

Puncher Waste Tray
Capacity:

Additional Optional Accessories

15 Sheets (64 - 80 gsm)
10 Sheets (81 - 90 gsm)
V-Fold

Puncher Unit-AG1

A3, B4, A4, A4R, Bs, B5R
2 Holes
64 gsm to 253 gsm

Approx. after 10,000 sheets

Copy Tray-N1

Copy Tray-M1

Cassette Feeding Unit-Z2
Plain Pedestal-E2

iR 512MB Expansion RAM C1

Web Access Software- E1

Access Management Kit-A1
Remote Operator's Software Kit-A2

Encrypted Secure Print Software-C1
Barcode Printing Kit-A1

Universal Send Searchable PDF Kit-A1
Universal Send PDF Security Feature Set-A1
Digital User Signature PDF Kit A1

Secure Watermark-A1

Voice Guidance Kit-A2
Voice Operation Kit-A1
HDD Data Encryption Kit-B1
HDD Data Erase Kit-A1
Card Reader-D1
imageWARE Suite



., Color
imageRUNNER
4o&0i/us580i/752851

Regional Office

Canon Singapore Pte Ltd.

1 HarbourFront Avenue
#04-01 Keppel Bay Tower
Singapore 098632

Tel: 65-6799 8888

Fax: 65-6799 8882

Distributors & Representatives Offices -

Bangladesh:

Brunei:

Cambodia:

Hong Kong:

Flora Limited

Corporate Head Quarters

Adamjee Court Annex-2 (4th Floor)
119-120 Motijheel Commercial Area
Dhaka 1000 Bangladesh

Tel: 880-2-716-2742-46 [ 225

Fax: 880-2-955 0030

INTERHOUSE COMPANY

No. 5 -7 Bunut Jaya Complex
Spg 574 Jalan Tutong BF1320
P.O Box 423, Seri Complex
Bandar Seri Begawan BA 1779
Brunei Darussalam

Tel: 673-2 653001

Fax: 673-2-653003

Royal Cambodia Co. Ltd.
#437 Preah Monivong Blvd
Phnom Penh

Kingdom of Cambodia

Tel: 855-23-428955

Fax: 855-23-722961

Canon Hong Kong Co. Ltd

19/F, The Metropolis Tower

10 Metropolis Drive

Hunghom, Kowloon, Hong Kong
Tel: 852-2170 2828

Fax: 852-2723 9684

Canon India PVT. Ltd.

2nd Floor, Tower A&B
Cyber Greens, DLF Phase IlI
Guragon — 122002
Haryana, India

Tel: 91-124-516 0000

Fax: 91-124-516 0011

Indonesia:

Malaysia:

Maldives:

Myanmar:

Pakistan:

PT Samafitro

Jalan Ir. H Juanda No.8
Jakarta 10120, Indonesia
Tel: 62-21-345 5521
Fax: 62-21-384 4271

Canon Marketing (Malaysia) Sdn Bhd
Block D, Peremba Square

Saujana Resort Section U2,

40150 Shah Alam

Selangor Darul Ehsan, Malaysia

Tel: 60-3-7844 6000 / 7845 0055
Fax: 60-3-78446196 | 6198

SIMDI Company Pte Ltd
No.3 Koli Umar Maniku
Goalhi Male’ 20-02
Republic of Maldives
Tel: 960-333 4421

Fax: 960-333 4424

Accel International Co. Ltd.

FJV Commercial Centre

Level 6, No 422 - 426

Strand Road Botataung Township
Yangon, Myanmar

Tel: 951-202092 to 96

Fax: 95-1-202079

International Electronics Concern
(P) Ltd

Kha 14 1st Floor

Haratibhawan Putalisadak
Ramshah Path Kathmandu Nepal
P.0 Box 12588

Tel: 977-1-4421 991

Fax: 977-1-4421 909

Shirazi Trading Company (Pvt.) Ltd
8th Floor, Adamjee House

I.I Chundrigar Road

Karachi 74000 Pakistan

Tel: 92-21-241 7737

Fax: 92-21-242 0417

Philippines:

Sri Lanka:

Thailand:

Vietnam:

Specifications are subject to change without notice. Option names and availability may vary by region. PostScript and PostScript 3 are trademarks of Adobe Systems Incorporated, registered in certain jurisdictions.

Microsoft and Windows are registered trademarks of Microsoft Corporation in the United States and other countries. All other brand and product names are

of their

andor registered

Canon

Delighting You Always

Canon Marketing (Philippines) Inc.
Marvin Plaza Building

2153 Don Chino Roces Avenue
Makati City Metro

Manila, Philippines

Tel: 632-884 9000

Fax: 632-894 4174

Metropolitan Office (Pvt.) Ltd.
12, Magazine Road Colombo 08
Sri Lanka

Tel: 94-11-2437797

Fax: 94-11-2448980

Canon Marketing (Thailand) Co. Ltd
10th Floor Bangkok City Tower
179/34-45 South Sathorn Road
Bangkok 10120

Tel: 66-2-344 9999

Fax: 66-2-344 9960

Canon Singapore Pte Ltd

Ho Chi Minh City Representative Office
Unit 437-439-441 Hai Ba Trung Street
Ward 8 District 3, Ho Chi Minh City,
Vietnam

Tel: 848-8200 466

Fax: 848-8200 477

Hanoi City Representative Office
Unit 601 and 602, 6th Floor,
Viet Au Building

205 Giang Vo. Hanoi

Tel: 844-5121033

Fax: 844-5121022

0119W757@Canon Singapore Pte Ltd 2008
Printed in Singapore




